APOLLOTEK
10 STAGE
PURIFICATION
PROCESS
ULTIMATE SOLUTION FOR ANTI-SCALE & WELL WATER
DOUBLE THE CAPACITY OF OTHER RESIDENTIAL WATER SYSTEMS

1. COCONUT SHELL CARBON
   Designed for reduction of taste, odor, dissolved organic chemicals.

2. GRAVEL
   High-grade sediment reduction, which acts like a clarifier and reduces turbidity.

3. FAR-INFRARED RAYS
   Promote the growth and health of cells and also activate, revitalize, and strengthen various organs of the body.

4. OXIDATION REDUCTION POTENTIAL (ORP)
   ORP is the most important benefit of alkaline water. A negative ORP is desirable because it is very useful at attacking dangerous free radicals and stops them from harming healthy cells in the body.

5. TOURMALINE
   Is able to boost the immune system and promotes detoxification. This far infrared energy creates by tourmaline help relieve stress, stimulate circulation, and boost the immune system.

6. ALKALINE CERAMIC BALLS
   Alkaline water significantly helps the body absorb minerals because of its high oxygen content and also helps the body to fight against chronic diseases such as cancer, heart disease, diabetes, and arthritis.

7. MINERALS
   Are made of nonmetal mineral tourmaline and calcium carbonate by nanometer clastication technology and agglomeration techniques and used for activating, purifying, and mineralizing drinking water.

8. CATALYTIC CARBON
   Reduction of taste, odor, chlorine, chloramines etc.

9. FILTRATION PROCESS
   - 3-MICRON
   - SUSPENDED SOLIDS
   - SEDIMENTS
   - TURBIDITY
   - ORGANICS
   - COLOR
   - ODOR

10. REMOVAL PROCESS
    - IRON
    - MANGANESE
    - HYDROGEN SULFIDE
    - ARSENIC
    - RADIUM
    - HEAVY METALS
    - RADIO NUCLIDES

#1 VALVE IN THE WORLD
STATE OF THE ART CONTROL HEAD, DESIGNED & TESTED FOR RESIDENTIAL & COMMERCIAL APPLICATIONS
- DOUBLE BACKWASH TO ENSURE MEDIA IS CLEAN
- HIGHLY EFFICIENT FOR LESS SALT & WATER USAGE
- POWER CELL MEMORY RETAINS ALL SETTINGS FOR WEEKS

TESTED AND CERTIFIED BY WQA TO NSF/ANSI 61 FOR MATERIAL SAFETY ONLY • TESTED AND CERTIFIED TO NSF/ANSI 372 FOR LEAD FREE COMPLIANCE